
  

 

Dear Lode Distributor,  
 
 
Herewith you will find the instructions for the installation of the Blue Tooth dongle for Pedal 
Force Measurement device 925909. 
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1. Required equipment and tools: 
 

• PC with Windows XP SP2 
• Excalibur Sport 2006 PFM ergometer 
• Installation files for installing the Lode Ergometry Manager (LEM) Version 

5.18 or higher, including de Pedal Force Measurement (PFM) module 
• Bluetooth dongle (with Blutonium chipset, which uses native XP drivers), 

don’t use the CD of the dongle!!! 
• Serial cable for communication between de PC and the ergometer 
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1.1. Instruction 

1.1.1. Installing Bluetooth dongle on the computer 
 

1. Turn the PC on, after connecting all cables, keyboard etc. 
2. Connect de Bluetooth dongle. The installation of the drivers happens automatically by 

Windows XP 
3. After installation of the Bluetooth drivers label the USB port on which the Bluetooth dongle is 

for the LEM PFM software is located. 
 

1.1.2. Installing LEM on the computer 
 

1. execute setup.exe and follow the directions on the screen 
 

1.1.3. Adjust a communication port to the Bluetooth dongle 
 

1. Position the Excalibur Sport 2006 PFM within a radius of 10 meter from the PC 
2. Take the mouse to the task bar and doudle click on the Blue Tooth icon   . 

 

 
 



  

 

3. Press “Add.” And the following window appears make sure the tag-box has been selected.  
4. Press “Next” the Bluetooth wizard will search for active devices. 

 

 
 

 
 

5. Select the PFM ergometer, 925909-XXXXXXXX ( Model – serialnumber) 



  

 

 
6. Press the right mouse button and select “pair device” 

 

 
 

7. Select, let me choose my own passkey. 
8. Enter the following pin code 925909 in the dialog (Bluetooth PIN code Request). 
9. Pressing “Next” should establish the communication between the Bluetooth dongle and the 

ergometer. 
 

 
 



  

 

10. Press “OK” at the screen where you see that the Passkey is enabled and the Bluetooth icon is 
shown in front of the Lode PFM 925909-YOUR ERGOMETER SERIALNUMBER. 

 
 



  

 

 
 

1.1.4. Test PFM / Bluetooth communication in LEM 
 

1. Connect the ergometer to the PC through the serial cable 
2. Start up Lode Ergometry Manager 
3. Go to menu Options and choose Logon. Enter lode as username and use service as 

password (note: capital sensitive) 
4. Set up an ergometer with PFM: 
5. Click the button Ergometers on the left side of the screen. 
6. Press button Edit button below. The following dialog appears Ergometer names where you 

can add ergometers. 
7. Press the Add button in the dialog Ergometer names. The following dialog appears 

Ergometer name where ergometer data should be entered. 
8. Now enter in the this dialog Ergometer name: 
9. Name:   Excalibur PFM 
10. Ergometer:  Excalibur Sport PFM 2006 (choose the right model regarding the 

options Programmable Control Unit, Blood pressure module etc..) 
11. Com. port: Default set to COM1 
12. Device number: default set to 1 
13. Press button Test in the same dialog Ergometer name 
14. Check if the communication between the ergometer and LEM is successful 
15. Tag the tag box  “Use PFM”. 
16. Enter the correct crank length of both the left and right crank. 
17. Choose the Bluetooth com port. 
18. Now press the Zero button. A new dialog Zero adjustment appears on the screen 
19. Now press the button Zero adjustment 
20. When the text PFM zero adjustment successful appears, then the communication is 

successful. 
 
 
 
 
Kind regards,  
LODE BV 
 
Bert van der Beek 
International Service Coordinator 


